
 1 

 
AGENDA 

ZONING BOARD OF APPEALS 
April 13, 2016 

6:30 PM 
CITY HALL, 101 GREEN STREET, GALENA, IL 

 
1. Call to Order 

 
2. Roll Call and Declaration of Quorum 

 
3. Approval of January 13, 2016 and February 10, 2016 ZBA Meeting Minutes. 

 
OLD BUSINESS 

 
4. None 

NEW BUSINESS 
 
5. Cal. No. 16HCO-01, Applicant and Owner: Galena Prime Hotels, LLC (Betsy R. Achett), 11383 

US Hwy 20 W, Galena, IL 61036.  Location: Parcel: 13-001-079-00, Lot 2 of the Scholz Addition 
to the City of Galena, Section 11, Township 28 North, Range 1 West of the Fourth Principal 
Meridian, Galena, Jo Daviess County, Illinois.  Common Address: 11383 US Hwy 20 W, Galena, 
IL 61036.  Request for Non-administrative Highway 20 Development Permit to construct a 136-
stall parking area to the Northeast of the hotel to facilitate on-site parking required for patrons at 
the event center. 
 

6. Cal. No. 16PD-01, Applicant: Adam Johnson, 211 Fourth Street, on behalf of Owner: Grace 
Episcopal Church, 107 S Prospect Street, Galena, IL 61036.  Location: Parcel: 22-100-561-00, Lots 
7, 9, 11 and South Half of Lot 5, Block 3 of the Original City of Galena, Jo Daviess County, Illinois.  
Common Address: 107 South Prospect Street, Galena, IL 61036.  Request to rezone to Planned 
Unit Development for a site, with an underlying default district of Low Density Residential, to 
allow a building addition with associated site improvements. 
 
 

COUNTY ZONING 
7. None 
 

WORKSESSION & OTHER 
 

8. None 
 

PUBLIC COMMENTS 
9. Public Comments 
 
10. Adjourn 
 
Anyone who may require special assistance or special accommodation should contact City staff during office 
hours at 777-1050, prior to the meeting. 
 
Posted April 8, 2016 
By Matt Oldenburg 
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EVEREST COLUMBARIUM 
5420 Stone Crossing Drive | Winston-Salem, NC 27104 | everestcolumbarium.com | 336.999.8042 

 

 
 

www.everestcolumbarium.com 

336.999.8042 

Welcome to Everest Columbarium 

We look forward to working with you on your columbarium project and will assist you from 
concept design to completion. 

 

WHY CEMETERIES AND CHURCHES CHOOSE EVEREST COLUMBARIUM 

Everest Columbarium is beautiful, low cost, and maintenance free.  These features will save your 
facility money now and in the future.  Everest sells a complete system. Every niche purchased 
includes; niche module and cap, liner urn with lid, decorative granite faceplate, and tamper-
resistant assembly hardware. There are no hidden fees or additional items required.  

When space matters, 2-4 times more Everest niches can be installed in the same amount of space 
as our competition. Everest has the highest niche density on the market. See space chart below.  

Use chart to calculate how 
many Everest niches can be 
accommodated in a given 
height and width. 

COLUMBARIUM 
HEIGHT 

     COLUMBARIUM WIDTH 
  1'3" 2'6" 3'9" 5'0" 6'3" 7'6" 8'9" 10'0" 
1'3" 4 8 12 16 20 24 28 32 
2'6" 8 16 24 32 40 48 56 64 
3'9" 12 24 36 48 60 72 84 96 
5'0" 16 32 48 64 80 96 112 128 
6'3" 20 40 60 80 100 120 140 160 
7'6" 24 48 72 96 120 144 168 192 
8'9" 28 56 84 112 140 168 196 224 

 

 

A single Everest niche weighs approximately 16 pounds with cremains interred, requiring a 
smaller foundation than a concrete or stainless steel columbarium. Everest Columbarium was 
designed to be installed using facility personnel or a local contractor. No heavy equipment is 

required for off-loading, assembly, or installation. 
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Our modular interlocking niche can be designed to fit into ANY space or configuration. Pre-
existing interior or exterior wall applications, free standing consoles, and memorial garden 
designs are all possibilities with the Everest Columbarium. Create your own or we have 
adaptable site plans available. See examples below. 

 

 

 

Everest niches are manufactured from an engineered resin of the highest structural integrity with 
no corrosion. Once installed, the columbarium is virtually maintenance-free. We are happy to 
provide a list of clients upon request. Many of our customers have expanded their columbarium 
because their initial project has been so successful. 

 

  



Everest Columbarium
P.O. BOX 778   Lewisville, North Carolina 27023  Tel. 336-945-0221

0.750" Bronze Angle

0.750"x 0.750" Bronze "U" Channel

Corner bracket for Bronze Trim

Make sure Niche male connector faces
 down on bottom right Niche

1. Make sure that male connector is facing down on 
first bottom right piece.
2. Attach Niches into rows via screws- front & rear.(KEEP SCREWS LOOSE!!)
3. Stack rows and attach via screws- front & rear. (KEEP SCREWS LOOSE!!)
4. When desired configuration is completely assembled, 
attach bronze channels and angle using the S.S. 10x24x 1" screws
5. After bronze trim is attached, use corner brackets to
support each corner.
6. Tighten all niche to niche screws after bronze channel is attached. 
7. Configuration can now be installed
8. Attach face plates after installation

Bronze Trim Assembly Instructions

Bronze Trim & Installation 
(2x2 generic configuration shown)

Anchor to wall every
other niche

1. Make sure that male connector is facing down on 
first bottom right piece.
2. Attach Niches into rows via the S.S. 10x24x .750 screws- front & rear.
3. Stack rows and attach via screws- front & rear (KEEP SCREWS LOOSE)
4  When desired configuration is completely assembled, 
attach bronze trim
5.Tighten all niche to niche screws after bronze channel is attached

Niche to Niche Assembly Instructions

Niche to Niche Assembly

Everest Columbarium
P.O. BOX 778   Lewisville, North Carolina 27023  Tel. 336-945-0221

Make sure Niche male connector faces down on bottom right Niche




