
Request for Quotes for Pool Resurfacing and Painting 
Work at Alice T. Virtue Memorial Pool 

Instructions & General Information 

The City of Galena is requesting quotes for removing loose material in the zero depth and slide tank 
area, full depth concrete replacement, replacing joint seal, tile replacement and grouting, 
painting, and associated improvements at Alice T. Virtue Memorial Pool, 1811 Field St., as detailed 
below and available at www.cityofgalena.org under Departments/Engineering/Bid Documents.  

Scope of Project 

The City of Galena is requesting quotes to complete the work detailed below.  All work to be in 
accordance with the latest versions of the International Building Code, Standard General Conditions of 
the Construction Contract and City Specifications. 

Conditions 

1. All Work performed under this contract shall be subject to compliance with the Illinois Prevailing 
Wage Act, including the latest revisions and the Illinois Preference Act. Contractors are required 
to submit certified copies of their payroll. 

2. The City of Galena shall be exempt from any liability for loss incurred by unsuccessful bidders in 
preparation for this proposal. 

3. The City shall receive sealed quotes to complete the proposed work until: 
10:00 a.m. Wednesday, March 18, 2026. Bids should be submitted at Galena City Hall, 101 
Green St., Galena.  

4. The City of Galena will make payment within thirty (30) days after acceptance of the completed 
work. The City of Galena reserves the right to reject any or all quotes. 

5. Work must be completed by May 15, 2026.  
6. Questions concerning the project or arranging a site visit with city staff should be directed to: 

Hillary Dickerson at hdickerson@cityofgalena.org. 

Specifications 

Main Pool 

1. Crack Chase 75 Linear Feet of surface floor cracks (could be more linear feet unable to see Pool Well 
portion of Pool) 
    a. Cracks to be grinded out in v-shape groove to create an optimum bonding profile. 
    b. Chip away loose materials clean out new area. 
    c. Prime coat area to help with bonding of the caulk (Deck-O-Seal) to pool surface. 
    d. Apply Deck-O-Seal caulk. 
 
2. Main Expansion Joint repair 
    a. Cut out surface on each side of the joint 4 inches on each side of the joint line. 
    b. Chip away loose materials. 
    c. Re-patch with concrete. 
    d. Prime coat joint for bonding profile. 

http://www.cityofgalena.org/


    e. Caulk joint using Deck-O-Seal caulking. 
 
3. Horizontal Pool Joint 
    a. Cut out old caulk. 
    b. Grind a v-shape groove to the horizontal joint for bonding profile. 
    c. Remove any loose material. 
    d. Prime coat joint for bonding profile. 
    e. Caulk joint using Deck-O-Seal caulking. 
 
4. Pool Tile repair 
    a. Cut out and chip away old hollow concrete. 
    b. Patch areas with new concrete (build upon good substrate). 
    c. Tile and grout with like tiles of existing pool tile. 
    d. Remove any failing grout from existing tile/re-grout tile. 
 
Slide Tank 

1. South Wall (9 ft sq. hollow area) 
    a. Cut out/Chip away concrete and loose material. 
    b. Rebar re-enforce wall. 
    c. Concrete patch wall. 
 
2. Steps 
    a. Cut out/Chip away hollow areas of the bottom 2 steps. 
    b. Rebar re-enforce steps. 
    c. Concrete patch areas. 
 
3. Tile Joint 
    a. Cut out joint below wall tile. 
    b. Grind out v-shape groove to create a new joint. 
    c. Prime coat joint for bonding profile. 
    d. Caulk new joint with Deck-O-Seal caulking material. 
 
Pool Painting 

Main Pool/Slide Tank 

1. Prepping of walls/floor surface. 
    a. Grind down walls/floor of pools using 36 grit diamond bit grinders. 
    b. Remove top layers of painted surface to create bonding profile 
(est1/16 of an inch) 
    c. Skim coat concrete repair over troubled areas if needed. 
    d. Pressure wash/acid wash pool surface to remove any residue build-up. 
 
2. Painting of walls/floor 
    a. Apply 2-3 coats of Amerlock or Tnemec epoxy pool paint to pool surfaces (walls/floor) (clients color 
choice). 
    b. Do stripes (Amerlock or Tnemec) in specific areas of pool and steps. 
    c. Apply non-slip agent to specific areas of pool and steps. 



    d. Pools need to cure for at least 7 days before filling. 
 
General 

1. Contractor is responsible for providing access to all work areas in accordance with recognized 
health and safety requirements. 

2. Contractor is responsible for all clean-up at the end of the project and will ensure that all excess 
materials are removed from the site. 

Table of Quantities 

Main Pool  

# ITEM AMOUNT $ 

1 Crack Chase 75 Linear Feet of surface floor cracks (could be more linear feet unable to 
see Pool Well portion of Pool) 
    a. Cracks to be grinded out in v-shape groove to create an optimum bonding profile. 
    b. Chip away loose materials clean out new area. 
    c. Prime coat area to help with bonding of the caulk (Deck-O-Seal) to pool surface. 
    d. Apply Deck-O-Seal caulk. 

 

2 Main Expansion Joint repair 
    a. Cut out surface on each side of the joint 4 inches on each side of the joint line. 
    b. Chip away loose materials. 
    c. Re-patch with concrete. 
    d. Prime coat joint for bonding profile. 
    e. Caulk joint using Deck-O-Seal caulking. 

 

3 Horizontal Pool Joint 
    a. Cut out old caulk. 
    b. Grind a v-shape groove to the horizontal joint for bonding profile. 
    c. Remove any loose material. 
    d. Prime coat joint for bonding profile. 
    e. Caulk joint using Deck-O-Seal caulking. 

 

4 Pool Tile repair 
    a. Cut out and chip away old hollow concrete. 
    b. Patch areas with new concrete (build upon good substrate). 
    c. Tile and grout with like tiles of existing pool tile. 
    d. Remove any failing grout from existing tile/re-grout tile. 

 

 
TOTAL COST 

 

Slide Tank 

1 South Wall (9 ft sq. hollow area) 
    a. Cut out/Chip away concrete and loose material. 
    b. Rebar re-enforce wall. 
    c. Concrete patch wall. 

 



2 Steps 
    a. Cut out/Chip away hollow areas of the bottom 2 steps. 
    b. Rebar re-enforce steps. 
    c. Concrete patch areas. 

 

3 Tile Joint 
    a. Cut out joint below wall tile. 
    b. Grind out v-shape groove to create a new joint. 
    c. Prime coat joint for bonding profile. 
    d. Caulk new joint with Deck-O-Seal caulking material. 
 

 

 
TOTAL COST 

 

Pool Painting - Main Pool/Slide Tank 

1 Prepping of walls/floor surface. 
    a. Grind down walls/floor of pools using 36 grit diamond bit grinders. 
    b. Remove top layers of painted surface to create bonding profile 
(est1/16 of an inch) 
    c. Skim coat concrete repair over troubled areas if needed. 
    d. Pressure wash/Acid wash pool surface to remove any residue build-up. 
 

 

2 Painting of walls/floor 
    a. Apply 2-3 coats of Amerlock or Tnemec epoxy pool paint to pool surfaces 
(walls/floor) (clients color choice). 
    b. Do stripes (Amerlock or Tnemec) in specific areas of pool and steps. 
    c. Apply non-slip agent to specific areas of pool and steps. 
    d. Pools need to cure for at least 7 days before filling. 
 

 

 TOTAL COST  
 

All work to be completed in accordance with specifications described in this request for quotes. 

The contractor is advised to visit the pool to view the proposed work in order to determine the extent 
and nature of the listed work items. 

Respectfully submitted: 

 

____________________________________  _______________________________________ 

Company      Date     

___________________________________  _______________________________________ 

Title       Signature 
       



_____________________________________________________________________________________ 
Address 
 

 APPROVED BY CITY OF GALENA 

 

____________________________________  _______________________________________ 

Signature      Date 
 
 
 
 
 
 
 
 
 


