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AT EROSION CONTROL & TYPICAL EXCAVATION

SCOPE OF WORK THIS CONTRACT

1. ALLASPHALT AND CONCRETE FLATWORK

2. ALL ITEMS RELATED TO FENCING INCLUDING FENCE POSTS, CHAIN
LINK FENCING, VINYL FENCE TOPPER, AND RELATED ITEMS.

DRAINAGE NOTE

STORMWATER DRAINAGE SHALL BE DESIGNED AND CONSTRUCTED TO
MEET ALL PERTINENT REQUIREMENTS OF THE CITY OF GALENA CODE
§152.03 LIMITATION ON STORM WATER RUNOFF. DOCUMENTATION AS
DESCRIBED IN THE CODE SHALL BE PROVIDED TO SHOW THAT THE
DRAINAGE MEETS THE SAID REQUIREMENTS.
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2. Filter fabric shall meet the requirements of material specification 592 Geotextile Table 1 or 2, Class | with equivalent opening

size of at least 30 for nonwoven and 50 for woven.

3. Fence posts shall be either wood post with a minimum cross—sectional area of 1.5” X 1.5” or a standard steel post.
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Cut the fabric near the bottom of the posts to accommodate the 6 inch flap. Then drive both posts and bury th
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Excavations shall be properly benched, or utilize a trench box for

protection of the workers.

Excavations shall be properly marked or fenced to protect the

public.

Stairs, ramps or ladders shall be provided, no more than 25°
laterall travel is allowed.
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